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1. Contents

This document describes the testing of L&H PCMM TTS3000 final beta for Windows SAPI5 on NT4SP6, NT4SP5 Jpj, Windows2000, Windows98 2nd edition.

The following tests were performed: 

· Installation test

· Sanity check.

· Compliance test

· XML tag tests

2. Test setup

· A Pentium III 450MHz with 128 Mb RAM 

Operating system:  
Windows NT 4.0, SP6 + IE5.5,

Windows 2000,

Windows 98 Edition 2,

Windows NT 4.0, SP5 Jpj.

· L&H PCMM TTS3000 final beta American English and Japanese (Drop 47) for windows SAPI5 installed.
3. Results

3.1.  Installation test


 Installation is done with Windows Installer.

	Step
	Action
	Remarks
	Result

	1
	Install clean system
	See 3.1.2
	OK

	2
	Install MS SAPI5.0 Build 2206
	
	OK

	3
	Run VERITEST Reference and keep logs
	
	OK

	4
	Install TTS3000 final beta for SAPI5
	Install with Windows Installer (complete)
	OK

	5
	Run VERITEST Evaluate and keep reports
	See 3.1.4
	OK

	6
	Check properties *.exe using GetDllVersions.exe
	See 3.1.3
	OK

	7
	Check properties *.dll using GetDllVersions.exe
	See 3.1.3
	OK

	8
	Uninstall TTS3000 final beta for SAPI5 
	Uninstall with Windows Installer 
	OK

	9
	Run VERITEST Evaluate and keep reports
	See 3.1.4
	OK

	10
	Install clean system
	
	OK


3.1.1.     Addenda

With WinNT4.0 Japanese SP5 and Win98 Japanese, Control Panel \ Speech is not installed.

3.1.2. 
Properties DLL & EXE’s

a. TTS3000 American English
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b. TTS3000 Japanese
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3.1.4.
 Not deleted files\registry after uninstall

No problems detected.

3.2. Sanity test

3.2.1.
Microsoft SAPI5 compliance tests on TTS3000 Engine

a. Tests on TTS3000 American English

· Test results on NT4 ENU SP6

The applicationTtsapp works fine.
Settings : ttscompreq.pro

DLL : ttscomp.dll

Select all cases.

Results of tests:
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· Test results on Windows2000

Settings : ttscompreq.pro

DLL : ttscomp.dll

Select all cases.
Results of tests:
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· Test results on Windows98

Settings : ttscompreq.pro

DLL : ttscomp.dll

Select all cases.
Results of tests:
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Remark on the compliance results:

· The test “ Skip forward “ fails, because of the nature of the sentence.

The sentence used to test is:

<SAPI>one.  two.  three. four. five. six.  seven. eight. nine. ten. <BOOKMARK MARK=""123""/>bookmark event.  one.  two.  three. four. five. six.  seven. eight. nine. ten. </SAPI>

Since the L&H only detects an end of sentence when a final point is followed by a capital letter.

e.g.  
Example 1 : One. Two. Three.


Example 2: one. two. three.

Example 1 is regarded as 3 sentences, while example 2 is regarded as one sentence. A skip forward on example 2 will always fail.

3.2.1.   SAPI5 XML tag tests on TTS3000 Engine

a) XML tags on TTS3000 American English

 Full tests were done on windows NT4 Service pack 6, Windows2000 and Windows98.

	
	NT4 sp6 with TTS3000 ENU
	W98 with TTS3000 ENU
	W2K with TTS3000 ENU

	<SILENCE MSEC =”number”/>
	OK
	OK
	OK

	<BOOKMARK MARK =”bookmark value”/>
	OK
	OK
	OK

	<PRON SYM =”h eh l ow”/>
	OK
	OK
	OK

	<PITCH MIDDLE =”value”/>
	OK
	OK
	OK

	<PITCH ABSMIDDLE =”value”/>
	OK
	OK
	OK

	<RATE SPEED =”value”/>
	OK
	OK
	OK

	<VOLUME LEVEL =”value”/>
	OK
	OK
	OK

	<SAPI >
	OK
	OK
	OK

	<PART OF SP PART =”value”/>
	OK
	OK
	OK

	<SPELL>
	OK
	OK
	OK

	<VOICE> : Enter text <VOICE REQUIRED =”name=Michelle”/> you wish spoken.
	NOK
	NOK
	NOK

	<VOICE> : Enter text <VOICE REQUIRED =”gender=male”/> you wish spoken.
	OK
	OK
	OK

	<VOICE> : Enter text <VOICE REQUIRED =”CLSID={D5EC42C0-E523-11D3-9C0C-00A0C967A2D1}”/> you wish spoken.
	           NOK
	NOK
	NOK

	<EMPH>
	OK
	OK
	OK

	<LANG> : Enter text <LANG LANGID =”411”/> you wish spoken here.
	OK
	OK
	OK


b) Contexts

The L&H TTS3000 engine does not support all the context tags yet.

	
	NT4 sp6
	W98
	W2K

	<CONTEXT ID=”date_mdy”>
	Default behavior
	Default behavior
	Default behavior

	<CONTEXT ID=”date_dmy”>
	OK
	OK
	OK

	<CONTEXT ID=”date_ymd”>
	OK
	OK
	OK

	<CONTEXT ID=”date_ym”>
	OK
	OK
	OK

	<CONTEXT ID=”date_my”>
	OK
	OK
	OK

	<CONTEXT ID=”date_dm”>
	OK
	OK
	OK

	<CONTEXT ID=”date_md”>
	OK
	OK
	OK

	<CONTEXT ID=”date_year”>
	OK
	OK
	OK

	<CONTEXT ID=”time”>
	Default behavior
	Default behavior
	Default behavior

	<CONTEXT ID=”number_cardinal”>
	NOK
	NOK
	NOK

	<CONTEXT ID=”number_digit”>
	OK
	OK
	OK

	<CONTEXT ID=”number_fraction”>
	OK
	OK
	OK

	<CONTEXT ID=”number_decimal”>
	OK
	OK
	OK

	<CONTEXT ID=”phone_number”>
	Not supported
	Not supported
	Not supported

	<CONTEXT ID=”currency”>
	OK
	OK
	OK

	<CONTEXT ID=”web_url”>
	Not supported
	Not supported
	Not supported

	<CONTEXT ID=”web_email”>
	OK
	OK
	OK

	<CONTEXT ID=”postal”>
	OK
	OK
	OK

	<CONTEXT ID=”address_postal”>
	OK
	OK
	OK


Remark:


On documentation, context tag for e-mail is <CONTEXT ID=”E-mail_Address”>.

When you have the following text, <CONTEXT ID=”E-mail_Address”>from: Someone@lhs.be, you will hear: “from someone at lhs dot be”.

When you have the following text, <CONTEXT ID=”web_email”>from: Someone@lhs.be, you will hear: “message from someone at lhs dot be”.

c) Other features

Pause: OK,

Volume and Rate sliders are working.

d) XML tags on TTS3000 Japanese

 Limited tests were done on Win98 and Windows NT4 sp5 Japanese.

	
	Win98 with TTS3000 Jpj
	NT4sp5 Jpj with TTS 3000 Jpj

	<SILENCE MSEC =”number”/>
	OK
	OK

	<BOOKMARK MARK =”bookmark value”/>
	OK
	OK

	<PITCH MIDDLE =”value”/>
	OK
	OK

	<PITCH ABSMIDDLE =”value”/>
	OK
	OK

	<RATE SPEED =”value”/>
	OK
	OK

	<VOLUME LEVEL =”value”/>
	OK
	OK

	<SAPI >
	OK
	OK

	<PART OF SP PART =”value”/>
	OK
	OK

	<SPELL>
	OK
	OK

	<VOICE> : Enter text <VOICE REQUIRED =”name=Kenji”/> you wish spoken.
	NOK
	NOK

	<VOICE> : Enter text <VOICE REQUIRED =”gender=male”/> you wish spoken.
	OK
	OK

	<VOICE> : Enter text <VOICE REQUIRED =”CLSID={D5EC42C0-E523-11D3-9C0C-00A0C967A2D1}”/> you wish spoken.
	           NOK
	NOK

	<EMPH>
	OK
	OK

	<LANG> : Enter text <LANG LANGID =”411”/> you wish spoken here.
	OK
	OK
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 jparsert.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\jparsert.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, November 14, 2000 17:01:10



 jpjt11f1.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\jpjt11f1.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, October 31, 2000 16:31:26



 jpjt11m1.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\jpjt11m1.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, October 31, 2000 16:32:34



 Jpjtempp.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\Jpjtempp.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, November 14, 2000 16:59:48



 jpjtg2p.dll

+++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\jpjtg2p.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, October 31, 2000 16:34:56



 jpjtstpp.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1041\TTS\TTS3000\jpjtstpp.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, October 31, 2000 16:35:34



 Jpjt3s51.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\Jpjt3s51.dll

FileDescription : Not Available

FileVersion : Not Available

ProductName : Not Available

ProductVersion : Not Available

Modified : Tue, November 14, 2000 17:01:40



 lhcom01A.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\lhcom01A.dll

FileDescription : lhcom02W

FileVersion : 2.01

ProductName : L&H common

ProductVersion : RLS_COMMON.DLL_WIN32.UNICODE_2.01

Modified : Mon, July 31, 2000 10:46:14



 Ttscore.dll

+++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\Ttscore.dll

FileDescription : TTS3000 TTSCORE for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 for SAPI5

ProductVersion : 7.0

Modified : Tue, November 14, 2000 16:05:10




_1035880069/spcomp@3.log
Start Tests:SAPI Engine Compliance Tool Version 1.0:[11/15/2000 18:19:14]



BEGIN GROUP: TUXDLL.DLL

BEGIN TEST: "Speak", Threads=0, Seed=683778880

END TEST: "Speak", PASSED, Time=2.704

BEGIN TEST: "Skip", Threads=0, Seed=3738344211

Skip forward test - Thread Id: 38c

ISpVoice::Skip failed

Condition: ( sample1 > 0 ) Failed in Test #1 - Skip forward

END TEST: "Skip", ABORTED, Time=0.771

BEGIN TEST: "GetOutputFormat", Threads=0, Seed=1542340366

END TEST: "GetOutputFormat", PASSED, Time=3.606

BEGIN TEST: "SetRate", Threads=0, Seed=439738554

END TEST: "SetRate", PASSED, Time=0.150

BEGIN TEST: "SetVolume", Threads=0, Seed=3782323446

END TEST: "SetVolume", PASSED, Time=0.080

BEGIN TEST: "Check SAPI required Events", Threads=0, Seed=633235960

END TEST: "Check SAPI required Events", PASSED, Time=2.373

BEGIN TEST: "Bookmark", Threads=0, Seed=1968335307

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

END TEST: "Bookmark", ABORTED, Time=2.334

BEGIN TEST: "Silence", Threads=0, Seed=1986494541

END TEST: "Silence", PASSED, Time=0.150

BEGIN TEST: "Spell", Threads=0, Seed=3993473533

END TEST: "Spell", PASSED, Time=0.250

BEGIN TEST: "Pronounce", Threads=0, Seed=4111415286

END TEST: "Pronounce", PASSED, Time=0.271

BEGIN TEST: "Rate", Threads=0, Seed=2512366358

END TEST: "Rate", PASSED, Time=0.080

BEGIN TEST: "Volume", Threads=0, Seed=1538888452

END TEST: "Volume", PASSED, Time=0.060

BEGIN TEST: "Pitch", Threads=0, Seed=3667254605

freq1 = 112, freq2 = 282

END TEST: "Pitch", PASSED, Time=0.160

BEGIN TEST: "Non-SAPI tags", Threads=0, Seed=1041103275

END TEST: "Non-SAPI tags", PASSED, Time=0.070

BEGIN TEST: "Context", Threads=0, Seed=1885599650

END TEST: "Context", PASSED, Time=19.208

BEGIN TEST: "Real time rate change", Threads=0, Seed=2432118659

Real time SetRate to -5 test - Thread Id: 38c

Real time SetRate to 0 test - Thread Id: 38c

Real time SetRate to 10 test - Thread Id: 38c

END TEST: "Real time rate change", PASSED, Time=4.627

BEGIN TEST: "Real time volume change", Threads=0, Seed=317277386

Real time SetVolume to 90 test - Thread Id: 38c

Real time SetVolume to 50 test - Thread Id: 38c

Real time SetVolume to 1 test - Thread Id: 38c

Real time SetVolume test failed.

Condition: ( totalAmp1 > totalAmp2 ) Failed

END TEST: "Real time volume change", FAILED, Time=4.436

BEGIN TEST: "Speak Stop", Threads=0, Seed=2792437133

END TEST: "Speak Stop", PASSED, Time=0.801

BEGIN TEST: "Speak Destroy", Threads=0, Seed=2987041871

END TEST: "Speak Destroy", PASSED, Time=0.080

BEGIN TEST: "User Lexicon Test", Threads=0, Seed=2922078747

END TEST: "User Lexicon Test", PASSED, Time=0.852

BEGIN TEST: "App Lexicon Test", Threads=0, Seed=3412796099

END TEST: "App Lexicon Test", PASSED, Time=0.330

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=3337421192

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 38c

Skip forward test - Thread Id: 38c

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=4066162687

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 324

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=2502917856

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 104

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=81365458

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: 2dc

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: 2dc

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: 2dc

Real time SetVolume to 90 test - Thread Id: 2dc

Skip backward test - Thread Id: 38c

Skip 0 test - Thread Id: 38c

Real time SetVolume to 50 test - Thread Id: 2dc

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 38c

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 38c

Real time SetVolume to 1 test - Thread Id: 2dc

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: 2dc

Test #12 - Enter t_XMLPitchTest - Thread Id: 2dc

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: 2dc

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: 2dc

Real time SetVolume to 90 test - Thread Id: 2dc

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 324

Test #11 - Enter t_XMLVolumeTest - Thread Id: 324

Test #11 - Exit t_XMLVolumeTest - Thread Id: 324

Test #12 - Enter t_XMLPitchTest - Thread Id: 324

Real time SetVolume to 50 test - Thread Id: 2dc

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: 324

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: 324

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 104

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: 104

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: 104

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 104

Skip forward test - Thread Id: 104

Skip backward test - Thread Id: 104

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 38c

Test #10 - Enter t_XMLRateTest - Thread Id: 38c

Real time SetVolume to 1 test - Thread Id: 2dc

Test #10 - Exit t_XMLRateTest - Thread Id: 38c

Test #9 - Enter t_XMLPronounceTest - Thread Id: 38c

Skip 0 test - Thread Id: 104

Test #9 - Exit t_XMLPronounceTest - Thread Id: 38c

Test #7  - Enter t_XMLSilenceTest - Thread Id: 38c

Test #7  - Exit t_XMLSilenceTest - Thread Id: 38c

Test #15 - Enter t_SpeakStop_Test - Thread Id: 38c

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 104

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 104

Skip forward test - Thread Id: 104

Skip backward test - Thread Id: 104

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: 2dc

Test #8 - Enter t_XMLSpellTest - Thread Id: 2dc

Skip 0 test - Thread Id: 104

Test #8 - Exit t_XMLSpellTest - Thread Id: 2dc

Test #12 - Enter t_XMLPitchTest - Thread Id: 2dc

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: 324

Test #10 - Enter t_XMLRateTest - Thread Id: 324

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: 2dc

Test #11 - Enter t_XMLVolumeTest - Thread Id: 2dc

Test #10 - Exit t_XMLRateTest - Thread Id: 324

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: 324

Test #11 - Exit t_XMLVolumeTest - Thread Id: 2dc

Test #7  - Enter t_XMLSilenceTest - Thread Id: 2dc

Test #15 - Exit t_SpeakStop_Test - Thread Id: 38c

Test #5  - Enter t_CheckEventsSAPI - Thread Id: 38c

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: 324

Test #5  - Enter t_CheckEventsSAPI - Thread Id: 324

Test #7  - Exit t_XMLSilenceTest - Thread Id: 2dc

Test #18 - Enter t_XMLContext_Test - Thread Id: 2dc

Test #5  - Exit t_CheckEventsSAPI - Thread Id: 324

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 324

Skip forward test - Thread Id: 324

Skip backward test - Thread Id: 324

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 104

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: 104

Skip 0 test - Thread Id: 324

Test #5  - Exit t_CheckEventsSAPI - Thread Id: 38c

Test #10 - Enter t_XMLRateTest - Thread Id: 38c

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 324

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 324

Skip forward test - Thread Id: 324

Test #10 - Exit t_XMLRateTest - Thread Id: 38c

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: 38c

Skip backward test - Thread Id: 324

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: 38c

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 38c

Skip 0 test - Thread Id: 324

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 324

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: 324

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: 104

Test #15 - Enter t_SpeakStop_Test - Thread Id: 104

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: 324

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: 324

Test #15 - Exit t_SpeakStop_Test - Thread Id: 104

Test #18 - Enter t_XMLContext_Test - Thread Id: 104

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 38c

Test #11 - Enter t_XMLVolumeTest - Thread Id: 38c

Test #11 - Exit t_XMLVolumeTest - Thread Id: 38c

Test #18 - Enter t_XMLContext_Test - Thread Id: 38c

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: 324

Test #6  - Enter t_XMLBookmarkTest - Thread Id: 324

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: 324

END TEST: "Multiple-Instance Test", ABORTED, Time=25.727

Test #18 - Exit t_XMLContext_Test - Thread Id: 2dc

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: 2dc

Real time SetRate to -5 test - Thread Id: 2dc

Real time SetRate to 0 test - Thread Id: 2dc

Real time SetRate to 10 test - Thread Id: 2dc

Test #18 - Exit t_XMLContext_Test - Thread Id: 104

Test #10 - Enter t_XMLRateTest - Thread Id: 104

Test #10 - Exit t_XMLRateTest - Thread Id: 104

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: 104

Test #18 - Exit t_XMLContext_Test - Thread Id: 38c

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: 38c

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: 38c

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: 38c

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: 2dc

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: 2dc

Real time SetVolume to 90 test - Thread Id: 2dc

Real time SetVolume to 50 test - Thread Id: 2dc

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: 104

Test #10 - Enter t_XMLRateTest - Thread Id: 104

Test #10 - Exit t_XMLRateTest - Thread Id: 104

Test #6  - Enter t_XMLBookmarkTest - Thread Id: 104

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: 104

END TEST: "Multiple-Instance Test", ABORTED, Time=82.529

Real time SetVolume to 1 test - Thread Id: 2dc

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: 38c

Test #5  - Enter t_CheckEventsSAPI - Thread Id: 38c

Test #5  - Exit t_CheckEventsSAPI - Thread Id: 38c

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 38c

Skip forward test - Thread Id: 38c

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: 2dc

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: 2dc

Skip forward test - Thread Id: 2dc

Skip backward test - Thread Id: 38c

Skip backward test - Thread Id: 2dc

Skip 0 test - Thread Id: 38c

Skip 0 test - Thread Id: 2dc

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 38c

Test #9 - Enter t_XMLPronounceTest - Thread Id: 38c

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: 2dc

Test #10 - Enter t_XMLRateTest - Thread Id: 2dc

Test #9 - Exit t_XMLPronounceTest - Thread Id: 38c

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: 38c

Test #10 - Exit t_XMLRateTest - Thread Id: 2dc

Test #7  - Enter t_XMLSilenceTest - Thread Id: 2dc

Test #7  - Exit t_XMLSilenceTest - Thread Id: 2dc

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 2dc

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 2dc

Test #18 - Enter t_XMLContext_Test - Thread Id: 2dc

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: 38c

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: 38c

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: 38c

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: 38c

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: 38c

END TEST: "Multiple-Instance Test", PASSED, Time=98.532

Test #18 - Exit t_XMLContext_Test - Thread Id: 2dc

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: 2dc

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: 2dc

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: 2dc

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: 2dc

Test #10 - Enter t_XMLRateTest - Thread Id: 2dc

Test #10 - Exit t_XMLRateTest - Thread Id: 2dc

Test #11 - Enter t_XMLVolumeTest - Thread Id: 2dc

Test #11 - Exit t_XMLVolumeTest - Thread Id: 2dc

END TEST: "Multiple-Instance Test", PASSED, Time=118.601

END GROUP: TUXDLL.DLL

End Tests:SAPI Engine Compliance Tool Version 1.0:FAIL:[11/15/2000 18:21:56]

TTS Compliance Test:[PASS:20]:[FAIL:1]:[ABORTED:4]

 ISpTTSEngine:[PASS:4]:[ABORTED:1]

  Speak:[PASS:1]

  Skip:[ABORTED:1]

  GetOutputFormat:[PASS:1]

  SetRate:[PASS:1]

  SetVolume:[PASS:1]

 Eventing:[PASS:1]

  Check SAPI required Events:[PASS:1]

 TTS XML Markup:[PASS:8]:[ABORTED:1]

  Bookmark:[ABORTED:1]

  Silence:[PASS:1]

  Spell:[PASS:1]

  Pronounce:[PASS:1]

  Rate:[PASS:1]

  Volume:[PASS:1]

  Pitch:[PASS:1]

  Non-SAPI tags:[PASS:1]

  Context:[PASS:1]

 Real Time Rate/Vol Tests:[PASS:1]:[FAIL:1]

  Real time rate change:[PASS:1]

  Real time volume change:[FAIL:1]

 Audio State Tests:[PASS:2]

  Speak Stop:[PASS:1]

  Speak Destroy:[PASS:1]

 Lexicon Tests:[PASS:2]

  User Lexicon Test:[PASS:1]

  App Lexicon Test:[PASS:1]

 Multiple Instance Test:[PASS:2]:[ABORTED:2]

  Multiple-Instance Test:[PASS:2]:[ABORTED:2]





Total:

     ==========================================================================================

                PASS           FAIL      SUPPORTED    UNSUPPORTED        ABORTED        SKIPPED

     ------------------------------------------------------------------------------------------

                  20              1              0              0              4              0

     ==========================================================================================



Status: FAIL






_1035880152/spcomp@5.log
Start Tests:SAPI Engine Compliance Tool Version 1.0:[11/16/2000 08:35:25]



BEGIN GROUP: TUXDLL.DLL

BEGIN TEST: "Speak", Threads=0, Seed=3864193149

END TEST: "Speak", PASSED, Time=0.820

BEGIN TEST: "Skip", Threads=0, Seed=1829681615

Skip forward test - Thread Id: fffcd54f

ISpVoice::Skip failed

Condition: ( sample1 > 0 ) Failed in Test #1 - Skip forward

END TEST: "Skip", ABORTED, Time=0.550

BEGIN TEST: "GetOutputFormat", Threads=0, Seed=1982265598

END TEST: "GetOutputFormat", PASSED, Time=3.570

BEGIN TEST: "SetRate", Threads=0, Seed=1698139601

END TEST: "SetRate", PASSED, Time=0.170

BEGIN TEST: "SetVolume", Threads=0, Seed=935753899

END TEST: "SetVolume", PASSED, Time=0.050

BEGIN TEST: "Check SAPI required Events", Threads=0, Seed=1617137899

END TEST: "Check SAPI required Events", PASSED, Time=2.300

BEGIN TEST: "Bookmark", Threads=0, Seed=3831900580

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

END TEST: "Bookmark", ABORTED, Time=2.310

BEGIN TEST: "Silence", Threads=0, Seed=1889442407

END TEST: "Silence", PASSED, Time=0.110

BEGIN TEST: "Spell", Threads=0, Seed=1286026059

END TEST: "Spell", PASSED, Time=0.220

BEGIN TEST: "Pronounce", Threads=0, Seed=3731154605

END TEST: "Pronounce", PASSED, Time=0.060

BEGIN TEST: "Rate", Threads=0, Seed=2148415493

END TEST: "Rate", PASSED, Time=0.110

BEGIN TEST: "Volume", Threads=0, Seed=1787310082

END TEST: "Volume", PASSED, Time=0.050

BEGIN TEST: "Pitch", Threads=0, Seed=3942043577

freq1 = 112, freq2 = 282

END TEST: "Pitch", PASSED, Time=0.220

BEGIN TEST: "Non-SAPI tags", Threads=0, Seed=290391490

END TEST: "Non-SAPI tags", PASSED, Time=0.050

BEGIN TEST: "Context", Threads=0, Seed=3069254491

END TEST: "Context", PASSED, Time=3.190

BEGIN TEST: "Real time rate change", Threads=0, Seed=1600893533

Real time SetRate to -5 test - Thread Id: fffcd54f

Real time SetRate to 0 test - Thread Id: fffcd54f

Real time SetRate to 10 test - Thread Id: fffcd54f

END TEST: "Real time rate change", PASSED, Time=2.470

BEGIN TEST: "Real time volume change", Threads=0, Seed=3473283531

Real time SetVolume to 90 test - Thread Id: fffcd54f

Real time SetVolume to 50 test - Thread Id: fffcd54f

Real time SetVolume to 1 test - Thread Id: fffcd54f

Real time SetVolume test failed.

Condition: ( totalAmp1 > totalAmp2 ) Failed

END TEST: "Real time volume change", FAILED, Time=2.470

BEGIN TEST: "Speak Stop", Threads=0, Seed=1986870408

END TEST: "Speak Stop", PASSED, Time=0.770

BEGIN TEST: "Speak Destroy", Threads=0, Seed=576164455

END TEST: "Speak Destroy", PASSED, Time=0.060

BEGIN TEST: "User Lexicon Test", Threads=0, Seed=3433181716

END TEST: "User Lexicon Test", PASSED, Time=0.550

BEGIN TEST: "App Lexicon Test", Threads=0, Seed=3416069481

END TEST: "App Lexicon Test", PASSED, Time=0.270

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=3159164087

Test #12 - Enter t_XMLPitchTest - Thread Id: fffcd54f

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=2712406551

Test #5  - Enter t_CheckEventsSAPI - Thread Id: fffcf473

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=1269454397

Test #18 - Enter t_XMLContext_Test - Thread Id: fffa3c7f

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=2298795641

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffa3e2b

Real time SetRate to -5 test - Thread Id: fffa3e2b

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffcd54f

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffcd54f

Real time SetRate to -5 test - Thread Id: fffcd54f

Real time SetRate to 0 test - Thread Id: fffa3e2b

Real time SetRate to 0 test - Thread Id: fffcd54f

Test #5  - Exit t_CheckEventsSAPI - Thread Id: fffcf473

Test #12 - Enter t_XMLPitchTest - Thread Id: fffcf473

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffcf473

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: fffcf473

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: fffcf473

Test #15 - Enter t_SpeakStop_Test - Thread Id: fffcf473

Test #15 - Exit t_SpeakStop_Test - Thread Id: fffcf473

Test #8 - Enter t_XMLSpellTest - Thread Id: fffcf473

Test #18 - Exit t_XMLContext_Test - Thread Id: fffa3c7f

Test #11 - Enter t_XMLVolumeTest - Thread Id: fffa3c7f

Test #11 - Exit t_XMLVolumeTest - Thread Id: fffa3c7f

Test #18 - Enter t_XMLContext_Test - Thread Id: fffa3c7f

Test #8 - Exit t_XMLSpellTest - Thread Id: fffcf473

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: fffcf473

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: fffcf473

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffcf473

Real time SetVolume to 90 test - Thread Id: fffcf473

Real time SetRate to 10 test - Thread Id: fffa3e2b

Real time SetRate to 10 test - Thread Id: fffcd54f

Test #18 - Exit t_XMLContext_Test - Thread Id: fffa3c7f

Test #7  - Enter t_XMLSilenceTest - Thread Id: fffa3c7f

Test #7  - Exit t_XMLSilenceTest - Thread Id: fffa3c7f

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: fffa3c7f

Real time SetVolume to 50 test - Thread Id: fffcf473

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffa3e2b

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: fffa3e2b

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffcd54f

Test #8 - Enter t_XMLSpellTest - Thread Id: fffcd54f

Test #8 - Exit t_XMLSpellTest - Thread Id: fffcd54f

Test #5  - Enter t_CheckEventsSAPI - Thread Id: fffcd54f

Test #5  - Exit t_CheckEventsSAPI - Thread Id: fffcd54f

Test #7  - Enter t_XMLSilenceTest - Thread Id: fffcd54f

Test #7  - Exit t_XMLSilenceTest - Thread Id: fffcd54f

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Real time SetVolume to 90 test - Thread Id: fffcd54f

Real time SetVolume to 1 test - Thread Id: fffcf473

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: fffa3e2b

Test #12 - Enter t_XMLPitchTest - Thread Id: fffa3e2b

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffa3e2b

Test #9 - Enter t_XMLPronounceTest - Thread Id: fffa3e2b

Test #9 - Exit t_XMLPronounceTest - Thread Id: fffa3e2b

Test #18 - Enter t_XMLContext_Test - Thread Id: fffa3e2b

Real time SetVolume to 50 test - Thread Id: fffcd54f

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: fffa3c7f

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: fffa3c7f

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffcf473

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: fffcf473

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: fffcf473

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffcf473

Real time SetRate to -5 test - Thread Id: fffcf473

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: fffa3c7f

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: fffa3c7f

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: fffa3c7f

Test #12 - Enter t_XMLPitchTest - Thread Id: fffa3c7f

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffa3c7f

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffa3c7f

Real time SetVolume to 90 test - Thread Id: fffa3c7f

Real time SetVolume to 1 test - Thread Id: fffcd54f

Test #18 - Exit t_XMLContext_Test - Thread Id: fffa3e2b

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: fffa3e2b

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: fffa3e2b

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: fffa3e2b

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: fffa3e2b

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffa3e2b

Real time SetVolume to 90 test - Thread Id: fffa3e2b

Real time SetRate to 0 test - Thread Id: fffcf473

Real time SetVolume to 50 test - Thread Id: fffa3c7f

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Real time SetVolume to 90 test - Thread Id: fffcd54f

Real time SetVolume to 50 test - Thread Id: fffa3e2b

Real time SetRate to 10 test - Thread Id: fffcf473

Real time SetVolume to 1 test - Thread Id: fffa3c7f

Real time SetVolume to 50 test - Thread Id: fffcd54f

Real time SetVolume to 1 test - Thread Id: fffa3e2b

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffcf473

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffcf473

Real time SetRate to -5 test - Thread Id: fffcf473

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffa3c7f

Test #12 - Enter t_XMLPitchTest - Thread Id: fffa3c7f

Real time SetVolume to 1 test - Thread Id: fffcd54f

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffa3c7f

Test #18 - Enter t_XMLContext_Test - Thread Id: fffa3c7f

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffa3e2b

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: fffa3e2b

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: fffa3e2b

Test #10 - Enter t_XMLRateTest - Thread Id: fffa3e2b

Test #10 - Exit t_XMLRateTest - Thread Id: fffa3e2b

Test #6  - Enter t_XMLBookmarkTest - Thread Id: fffa3e2b

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: fffa3e2b

END TEST: "Multiple-Instance Test", ABORTED, Time=22.800

Real time SetRate to 0 test - Thread Id: fffcf473

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Test #11 - Enter t_XMLVolumeTest - Thread Id: fffcd54f

Test #11 - Exit t_XMLVolumeTest - Thread Id: fffcd54f

Test #8 - Enter t_XMLSpellTest - Thread Id: fffcd54f

Test #8 - Exit t_XMLSpellTest - Thread Id: fffcd54f

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Real time SetVolume to 90 test - Thread Id: fffcd54f

Test #18 - Exit t_XMLContext_Test - Thread Id: fffa3c7f

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffa3c7f

Real time SetRate to -5 test - Thread Id: fffa3c7f

Real time SetRate to 10 test - Thread Id: fffcf473

Real time SetVolume to 50 test - Thread Id: fffcd54f

Real time SetRate to 0 test - Thread Id: fffa3c7f

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffcf473

Test #9 - Enter t_XMLPronounceTest - Thread Id: fffcf473

Test #9 - Exit t_XMLPronounceTest - Thread Id: fffcf473

Test #6  - Enter t_XMLBookmarkTest - Thread Id: fffcf473

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: fffcf473

END TEST: "Multiple-Instance Test", ABORTED, Time=33.290

Real time SetVolume to 1 test - Thread Id: fffcd54f

Real time SetRate to 10 test - Thread Id: fffa3c7f

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffcd54f

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: fffcd54f

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffa3c7f

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: fffa3c7f

Skip forward test - Thread Id: fffa3c7f

Skip backward test - Thread Id: fffa3c7f

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: fffcd54f

Test #5  - Enter t_CheckEventsSAPI - Thread Id: fffcd54f

Test #5  - Exit t_CheckEventsSAPI - Thread Id: fffcd54f

Test #18 - Enter t_XMLContext_Test - Thread Id: fffcd54f

Skip 0 test - Thread Id: fffa3c7f

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: fffa3c7f

Test #12 - Enter t_XMLPitchTest - Thread Id: fffa3c7f

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffa3c7f

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: fffa3c7f

Real time SetVolume to 90 test - Thread Id: fffa3c7f

Test #18 - Exit t_XMLContext_Test - Thread Id: fffcd54f

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: fffcd54f

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: fffcd54f

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: fffcd54f

Real time SetVolume to 50 test - Thread Id: fffa3c7f

Real time SetVolume to 1 test - Thread Id: fffa3c7f

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: fffa3c7f

Test #15 - Enter t_SpeakStop_Test - Thread Id: fffa3c7f

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: fffcd54f

Test #7  - Enter t_XMLSilenceTest - Thread Id: fffcd54f

Test #7  - Exit t_XMLSilenceTest - Thread Id: fffcd54f

Test #12 - Enter t_XMLPitchTest - Thread Id: fffcd54f

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: fffcd54f

Test #15 - Enter t_SpeakStop_Test - Thread Id: fffcd54f

Test #15 - Exit t_SpeakStop_Test - Thread Id: fffa3c7f

Test #18 - Enter t_XMLContext_Test - Thread Id: fffa3c7f

Test #15 - Exit t_SpeakStop_Test - Thread Id: fffcd54f

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: fffcd54f

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: fffcd54f

Test #6  - Enter t_XMLBookmarkTest - Thread Id: fffcd54f

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: fffcd54f

END TEST: "Multiple-Instance Test", ABORTED, Time=55.200

Test #18 - Exit t_XMLContext_Test - Thread Id: fffa3c7f

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: fffa3c7f

Real time SetRate to -5 test - Thread Id: fffa3c7f

Real time SetRate to 0 test - Thread Id: fffa3c7f

Real time SetRate to 10 test - Thread Id: fffa3c7f

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: fffa3c7f

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: fffa3c7f

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: fffa3c7f

Test #6  - Enter t_XMLBookmarkTest - Thread Id: fffa3c7f

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: fffa3c7f

END TEST: "Multiple-Instance Test", ABORTED, Time=65.860

END GROUP: TUXDLL.DLL

End Tests:SAPI Engine Compliance Tool Version 1.0:FAIL:[11/16/2000 08:36:52]

TTS Compliance Test:[PASS:18]:[FAIL:1]:[ABORTED:6]

 ISpTTSEngine:[PASS:4]:[ABORTED:1]

  Speak:[PASS:1]

  Skip:[ABORTED:1]

  GetOutputFormat:[PASS:1]

  SetRate:[PASS:1]

  SetVolume:[PASS:1]

 Eventing:[PASS:1]

  Check SAPI required Events:[PASS:1]

 TTS XML Markup:[PASS:8]:[ABORTED:1]

  Bookmark:[ABORTED:1]

  Silence:[PASS:1]

  Spell:[PASS:1]

  Pronounce:[PASS:1]

  Rate:[PASS:1]

  Volume:[PASS:1]

  Pitch:[PASS:1]

  Non-SAPI tags:[PASS:1]

  Context:[PASS:1]

 Real Time Rate/Vol Tests:[PASS:1]:[FAIL:1]

  Real time rate change:[PASS:1]

  Real time volume change:[FAIL:1]

 Audio State Tests:[PASS:2]

  Speak Stop:[PASS:1]

  Speak Destroy:[PASS:1]

 Lexicon Tests:[PASS:2]

  User Lexicon Test:[PASS:1]

  App Lexicon Test:[PASS:1]

 Multiple Instance Test:[ABORTED:4]

  Multiple-Instance Test:[ABORTED:4]





Total:

     ==========================================================================================

                PASS           FAIL      SUPPORTED    UNSUPPORTED        ABORTED        SKIPPED

     ------------------------------------------------------------------------------------------

                  18              1              0              0              6              0

     ==========================================================================================



Status: FAIL






_1035880030/spcomp@2.log
Start Tests:SAPI Engine Compliance Tool Version 1.0:[11/15/2000 16:46:37]



BEGIN GROUP: TUXDLL.DLL

BEGIN TEST: "Speak", Threads=0, Seed=873464193

END TEST: "Speak", PASSED, Time=2.794

BEGIN TEST: "Skip", Threads=0, Seed=4072887346

Skip forward test - Thread Id: cd

ISpVoice::Skip failed

Condition: ( sample1 > 0 ) Failed in Test #1 - Skip forward

END TEST: "Skip", ABORTED, Time=0.781

BEGIN TEST: "GetOutputFormat", Threads=0, Seed=2852095352

END TEST: "GetOutputFormat", PASSED, Time=3.495

BEGIN TEST: "SetRate", Threads=0, Seed=3176849012

END TEST: "SetRate", PASSED, Time=0.171

BEGIN TEST: "SetVolume", Threads=0, Seed=228334396

END TEST: "SetVolume", PASSED, Time=0.100

BEGIN TEST: "Check SAPI required Events", Threads=0, Seed=1494277837

END TEST: "Check SAPI required Events", PASSED, Time=2.243

BEGIN TEST: "Bookmark", Threads=0, Seed=101036478

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

END TEST: "Bookmark", ABORTED, Time=2.243

BEGIN TEST: "Silence", Threads=0, Seed=4046480013

END TEST: "Silence", PASSED, Time=0.171

BEGIN TEST: "Spell", Threads=0, Seed=3255790519

END TEST: "Spell", PASSED, Time=0.480

BEGIN TEST: "Pronounce", Threads=0, Seed=1370253395

END TEST: "Pronounce", PASSED, Time=0.120

BEGIN TEST: "Rate", Threads=0, Seed=1877293266

END TEST: "Rate", PASSED, Time=0.081

BEGIN TEST: "Volume", Threads=0, Seed=1744250753

END TEST: "Volume", PASSED, Time=0.080

BEGIN TEST: "Pitch", Threads=0, Seed=2462492088

freq1 = 112, freq2 = 282

END TEST: "Pitch", PASSED, Time=0.200

BEGIN TEST: "Non-SAPI tags", Threads=0, Seed=2975425117

END TEST: "Non-SAPI tags", PASSED, Time=0.080

BEGIN TEST: "Context", Threads=0, Seed=3473626830

END TEST: "Context", PASSED, Time=18.066

BEGIN TEST: "Real time rate change", Threads=0, Seed=2252160214

Real time SetRate to -5 test - Thread Id: a3

Real time SetRate to 0 test - Thread Id: a3

Real time SetRate to 10 test - Thread Id: a3

END TEST: "Real time rate change", PASSED, Time=4.667

BEGIN TEST: "Real time volume change", Threads=0, Seed=666408248

Real time SetVolume to 90 test - Thread Id: 3e

Real time SetVolume to 50 test - Thread Id: 3e

Real time SetVolume to 1 test - Thread Id: 3e

Real time SetVolume test failed.

Condition: ( totalAmp1 > totalAmp2 ) Failed

END TEST: "Real time volume change", FAILED, Time=4.496

BEGIN TEST: "Speak Stop", Threads=0, Seed=3109194270

END TEST: "Speak Stop", PASSED, Time=0.751

BEGIN TEST: "Speak Destroy", Threads=0, Seed=1262213446

END TEST: "Speak Destroy", PASSED, Time=0.030

BEGIN TEST: "User Lexicon Test", Threads=0, Seed=2125778776

END TEST: "User Lexicon Test", PASSED, Time=0.872

BEGIN TEST: "App Lexicon Test", Threads=0, Seed=525867477

END TEST: "App Lexicon Test", PASSED, Time=0.390

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=2005008658

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: ca

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=4227310621

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: a8

Real time SetVolume to 90 test - Thread Id: a8

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=2869959705

BEGIN TEST: "Multiple-Instance Test", Threads=0, Seed=726331375

Test #18 - Enter t_XMLContext_Test - Thread Id: c7

Test #18 - Enter t_XMLContext_Test - Thread Id: c9

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: ca

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: ca

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: ca

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: ca

Real time SetVolume to 50 test - Thread Id: a8

Real time SetVolume to 1 test - Thread Id: a8

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: ca

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: ca

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: a8

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: ca

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: a8

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: ca

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: a8

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: a8

Real time SetVolume to 90 test - Thread Id: a8

Real time SetVolume to 50 test - Thread Id: a8

Real time SetVolume to 1 test - Thread Id: a8

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: ca

Test #9 - Enter t_XMLPronounceTest - Thread Id: ca

Test #9 - Exit t_XMLPronounceTest - Thread Id: ca

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: ca

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: a8

Test #11 - Enter t_XMLVolumeTest - Thread Id: a8

Test #11 - Exit t_XMLVolumeTest - Thread Id: a8

Test #8 - Enter t_XMLSpellTest - Thread Id: a8

Test #8 - Exit t_XMLSpellTest - Thread Id: a8

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: a8

Skip forward test - Thread Id: a8

Skip backward test - Thread Id: a8

Skip 0 test - Thread Id: a8

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: ca

Test #11 - Enter t_XMLVolumeTest - Thread Id: ca

Test #11 - Exit t_XMLVolumeTest - Thread Id: ca

Test #8 - Enter t_XMLSpellTest - Thread Id: ca

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: a8

Test #8 - Exit t_XMLSpellTest - Thread Id: ca

Test #5  - Enter t_CheckEventsSAPI - Thread Id: a8

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: ca

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: ca

Test #5  - Exit t_CheckEventsSAPI - Thread Id: a8

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: ca

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: a8

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: ca

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: ca

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: a8

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: a8

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: ca

Test #18 - Enter t_XMLContext_Test - Thread Id: ca

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: a8

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: a8

Real time SetVolume to 90 test - Thread Id: a8

Test #18 - Exit t_XMLContext_Test - Thread Id: c9

Test #6  - Enter t_XMLBookmarkTest - Thread Id: c9

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: c9

END TEST: "Multiple-Instance Test", ABORTED, Time=59.436

Real time SetVolume to 50 test - Thread Id: a8

Test #18 - Exit t_XMLContext_Test - Thread Id: c7

Test #14 - Enter t_RealTimeVolumeChangeTest - Thread Id: c7

Real time SetVolume to 90 test - Thread Id: c7

Real time SetVolume to 1 test - Thread Id: a8

Real time SetVolume to 50 test - Thread Id: c7

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: a8

Test #9 - Enter t_XMLPronounceTest - Thread Id: a8

Test #9 - Exit t_XMLPronounceTest - Thread Id: a8

Test #8 - Enter t_XMLSpellTest - Thread Id: a8

Test #8 - Exit t_XMLSpellTest - Thread Id: a8

Test #10 - Enter t_XMLRateTest - Thread Id: a8

Test #10 - Exit t_XMLRateTest - Thread Id: a8

Test #12 - Enter t_XMLPitchTest - Thread Id: a8

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: a8

Test #0  - Enter t_ISpTTSEngine_Speak - Thread Id: a8

Real time SetVolume to 1 test - Thread Id: c7

Test #14 - Exit t_RealTimeVolumeChangeTest - Thread Id: c7

Test #5  - Enter t_CheckEventsSAPI - Thread Id: c7

Test #5  - Exit t_CheckEventsSAPI - Thread Id: c7

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: c7

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: c7

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: c7

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: c7

Test #9 - Enter t_XMLPronounceTest - Thread Id: c7

Test #9 - Exit t_XMLPronounceTest - Thread Id: c7

Test #8 - Enter t_XMLSpellTest - Thread Id: c7

Test #0  - Exit t_ISpTTSEngine_Speak - Thread Id: a8

Test #11 - Enter t_XMLVolumeTest - Thread Id: a8

Test #11 - Exit t_XMLVolumeTest - Thread Id: a8

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: a8

Test #8 - Exit t_XMLSpellTest - Thread Id: c7

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: a8

Test #8 - Enter t_XMLSpellTest - Thread Id: c7

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: a8

Skip forward test - Thread Id: a8

Test #8 - Exit t_XMLSpellTest - Thread Id: c7

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: c7

Test #18 - Exit t_XMLContext_Test - Thread Id: ca

Test #1  - Enter t_ISpTTSEngine_Skip - Thread Id: ca

Skip forward test - Thread Id: ca

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: c7

Test #4  - Enter t_ISpTTSEngine_SetVolume - Thread Id: c7

Skip backward test - Thread Id: a8

Skip backward test - Thread Id: ca

Test #4  - Exit t_ISpTTSEngine_SetVolume - Thread Id: c7

Test #10 - Enter t_XMLRateTest - Thread Id: c7

Test #10 - Exit t_XMLRateTest - Thread Id: c7

Skip 0 test - Thread Id: a8

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: c7

Skip 0 test - Thread Id: ca

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: a8

Test #2  - Enter t_ISpTTSEngine_GetOutputFormat - Thread Id: a8

Test #1  - Exit t_ISpTTSEngine_Skip - Thread Id: ca

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: ca

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: c7

Test #10 - Enter t_XMLRateTest - Thread Id: c7

Test #10 - Exit t_XMLRateTest - Thread Id: c7

Test #17 - Enter t_XMLSAPIMarkupTest - Thread Id: c7

Test #2  - Exit t_ISpTTSEngine_GetOutputFormat - Thread Id: a8

Test #13 - Enter t_RealTimeRateChangeTest - Thread Id: a8

Real time SetRate to -5 test - Thread Id: a8

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: ca

Test #11 - Enter t_XMLVolumeTest - Thread Id: ca

Test #11 - Exit t_XMLVolumeTest - Thread Id: ca

Test #12 - Enter t_XMLPitchTest - Thread Id: ca

freq1 = 112, freq2 = 282

Test #12 - Exit t_XMLPitchTest - Thread Id: ca

Test #15 - Enter t_SpeakStop_Test - Thread Id: ca

Real time SetRate to 0 test - Thread Id: a8

Test #15 - Exit t_SpeakStop_Test - Thread Id: ca

Test #3  - Enter t_ISpTTSEngine_SetRate - Thread Id: ca

Test #3  - Exit t_ISpTTSEngine_SetRate - Thread Id: ca

Test #5  - Enter t_CheckEventsSAPI - Thread Id: ca

Test #5  - Exit t_CheckEventsSAPI - Thread Id: ca

END TEST: "Multiple-Instance Test", PASSED, Time=89.739

Test #17 - Exit t_XMLSAPIMarkupTest - Thread Id: c7

Test #16 - Enter t_LexiconMultiTest Test - Thread Id: c7

Test #16 - Exit t_LexiconMultiTest Test - Thread Id: c7

Test #6  - Enter t_XMLBookmarkTest - Thread Id: c7

Engine bookmark test failed.

Condition: ( Event.wParam == _wtol(szwDebug) ) Failed

Test #6  - Exit t_XMLBookmarkTest - Thread Id: c7

END TEST: "Multiple-Instance Test", ABORTED, Time=90.911

Real time SetRate to 10 test - Thread Id: a8

Test #13 - Exit t_RealTimeRateChangeTest - Thread Id: a8

END TEST: "Multiple-Instance Test", PASSED, Time=92.704

END GROUP: TUXDLL.DLL

End Tests:SAPI Engine Compliance Tool Version 1.0:FAIL:[11/15/2000 16:48:53]

TTS Compliance Test:[PASS:20]:[FAIL:1]:[ABORTED:4]

 ISpTTSEngine:[PASS:4]:[ABORTED:1]

  Speak:[PASS:1]

  Skip:[ABORTED:1]

  GetOutputFormat:[PASS:1]

  SetRate:[PASS:1]

  SetVolume:[PASS:1]

 Eventing:[PASS:1]

  Check SAPI required Events:[PASS:1]

 TTS XML Markup:[PASS:8]:[ABORTED:1]

  Bookmark:[ABORTED:1]

  Silence:[PASS:1]

  Spell:[PASS:1]

  Pronounce:[PASS:1]

  Rate:[PASS:1]

  Volume:[PASS:1]

  Pitch:[PASS:1]

  Non-SAPI tags:[PASS:1]

  Context:[PASS:1]

 Real Time Rate/Vol Tests:[PASS:1]:[FAIL:1]

  Real time rate change:[PASS:1]

  Real time volume change:[FAIL:1]

 Audio State Tests:[PASS:2]

  Speak Stop:[PASS:1]

  Speak Destroy:[PASS:1]

 Lexicon Tests:[PASS:2]

  User Lexicon Test:[PASS:1]

  App Lexicon Test:[PASS:1]

 Multiple Instance Test:[PASS:2]:[ABORTED:2]

  Multiple-Instance Test:[PASS:2]:[ABORTED:2]





Total:

     ==========================================================================================

                PASS           FAIL      SUPPORTED    UNSUPPORTED        ABORTED        SKIPPED

     ------------------------------------------------------------------------------------------

                  20              1              0              0              4              0

     ==========================================================================================



Status: FAIL






_1035879886/TTS3000enu.txt
File Version Info

=================



 ENUT11F1.DLL

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1033\TTS\TTS3000\ENUT11F1.DLL

FileDescription : TTS3000 ENU VF.Michelle.11 for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 7.00

Modified : Tue, November 07, 2000 16:04:40



 ENUT11M1.DLL

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1033\TTS\TTS3000\ENUT11M1.DLL

FileDescription : TTS3000 ENU VF.Michael.11 for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 7.00

Modified : Tue, November 07, 2000 16:06:42



 enutempp.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1033\TTS\TTS3000\enutempp.dll

FileDescription : TTS3000 ENU EMPP for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 7.00

Modified : Tue, November 14, 2000 16:28:36



 ENUTG2P.DLL

+++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1033\TTS\TTS3000\ENUTG2P.DLL

FileDescription : TTS3000 ENU g2p for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 7.0

Modified : Wed, November 08, 2000 09:46:42



 ENUTSTPP.DLL

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\1033\TTS\TTS3000\ENUTSTPP.DLL

FileDescription : TTS3000 ENU STDPP for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 7.00

Modified : Tue, November 07, 2000 15:52:20



 ENUT3S51.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\ENUT3S51.dll

FileDescription : TTS3000 ENU Interface Module for SAPI5

FileVersion : 1.00.05

ProductName : L&H TTS3000 ENU for SAPI5

ProductVersion : 1.00.05

Modified : Tue, October 31, 2000 16:14:00



 lhcom01A.dll

++++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\lhcom01A.dll

FileDescription : lhcom02W

FileVersion : 2.01

ProductName : L&H common

ProductVersion : RLS_COMMON.DLL_WIN32.UNICODE_2.01

Modified : Mon, July 31, 2000 10:46:14



 Ttscore.dll

+++++++++++++

FullPathName : C:\Program Files\Common Files\L&H\SpeechEngines\Ttscore.dll

FileDescription : TTS3000 TTSCORE for SAPI5

FileVersion : 7, 0, 0, 1

ProductName : L&H TTS3000 for SAPI5

ProductVersion : 7.0

Modified : Tue, November 14, 2000 16:05:10




