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1.
Test SPECIFICATION Identifier

OPT-STP-FSP01

2.
ReferenceD dOCUMENT

This document is prepared according to the guidelines in IEEE Std 829-1983 “IEEE Standard for Software Test Documentation”. 

[1] Open Port Technology’s Fax Service Provider (FSP) Market Requirement Document for Microsoft – Omey Nandyal and Jennifer Schuster 08/26/98.

4. Features Tested

This test plan is intended to exercise the functions of the Microsoft FSP Deliverables and verify that it behaves as specified in the document IN ref[1].

Summary

Sending Fax

A send function without any particular format will direct An MFS issued Fax to its destination via FSP Network.  Different methods and routes will be used to test the Send Functionality of the FSP.

Please note that a Fax can only be sent with the following information at hand: Number of Recipients, Fax Body, Coversheet, and/or attachments.  MFS currently does not support Broadcast Faxes.  Faxes that are bound to more than one recipients are called Broadcast Faxes.  Assembly of faxes is done at the MFC level with TIFF Group 3 format.  FSP will make sure to keep the integrity of fax when issuing Send Fax call.  Quality and Integrity of the Faxes will be maintained and will thoroughly be tested by gradually increasing the load in the FSP system.

Receiving Faxes

Note:
At this time I am unaware of the protocol with which MFS would like to Receive the Faxes from FSP Network.  There are two ways with which MSF can download Faxes from the ISP Network.  FSP can download all Faxes at once or it can download a list of Faxes in the server and then down load the actual Faxes associated with each listed Faxes in the list one at time.

Depending on the method with which  MFS will download Faxes from the ISP Network appropriate test mechanism will be used.  Load testing will also be performed with either of the methods adopted by MSF. IGAPI/FSP-API.

# OF TEST CASES
# OF POSITIVE TEST CASES
# OF NEGATIVE TEST CASES

5
5
0

Feature Matrix

Feature Identifier
Title
Description
Requirement Reference

OPT-TDS-FSP01
FSP backbone Provisioning
Verification of ISP Server, Port Number, Account Ids, Realm, password etc.


OPT-TDS-FSP02
Basic Functionality
Logins, Logouts, sessions etc.


OPT-TDS-FSP03
Fax Transport
Sending, Receiving, Statusing of Faxes. etc. 


OPT-TDS-FSP04
Load Testing
Sending Thousands of Faxes through the FSP.


Features Not Tested

Test Approach
Test CASES

Definitions:


Valid user
=
A user recognized by the FSP





Invalid user
=
A user not recognized by the FSP





Destination
=
A valid Account ID in the target FSP





Coversheet
=
QA Standard Coversheet





Fax Body
=
QA Standard 45K Fax Body

Abbreviations:








RB
=
Radio Button





CB
=
Check Box





TB
=
Text Box





SB
=
Selection Box

PPG
=
OPT FSP Property Page

PPGG
=
OPT FSP Property Page General Tab

PPGA
=
OPT FSP Property Page Advances Tab

PPGL
=
OPT FSP Property Page Logging Tab

PPGC
=
OPT FSP Property Page Alerts for Critical condition


Test Case Specification
Input Specification
Output Specification
Features Tested

OPT-TCS-FSP401
· Login with a valid Account ID.

· Send 1000 Faxes with a Coversheet only to your self one by one in a loop.
· 1000 Faxes will be delivered successfully
OPT-TDS-FSP03

OPT-TDS-FSP04

OPT-TCS-FSP402
· Login with a valid Account ID.

· Send 1000 Faxes with a Coversheet and Fax Body to a valid user within the ISP Network one by one in a loop.
· 1000 Faxes will be delivered successfully
OPT-TDS-FSP03

OPT-TDS-FSP04

OPT-TCS-FSP403
· Login with a valid Account ID.

· Send 1000 Faxes with a Coversheet and Fax Body to a Fax Machine via ISP Network one by one in a loop.
· 1000 Faxes will be delivered successfully
OPT-TDS-FSP03

OPT-TDS-FSP04

OPT-TCS-FSP404
· Login with a valid Account ID.

· Send 3000 Faxes with a Coversheet and Fax Body to a valid user within the ISP Network one by one in a loop.
· 3000 Faxes will be delivered successfully
OPT-TDS-FSP03

OPT-TDS-FSP04

OPT-TCS-FSP405
· Login with a valid Account ID.

· Send 5000 Faxes with a Coversheet and Fax Body to a valid user within the ISP Network one by one in a loop.
· 5000 Faxes will be delivered successfully
OPT-TDS-FSP03

OPT-TDS-FSP04

TEST PROCEDURES

TBA

PASS/FAIL CRITERIA

All test cases are to produce expected results. Any deviation will be considered a failure, including failure of the backbone system to behave properly.

(END DOC)
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